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IBM PC/AT Compatible 

Two TL16C550 ACEs 

Enhanced Bidirectional Line Printer Port 

16-Byte FIFOs Reduce CPU Interrupts 

Independent Control of Transmit, Receive, 
Line Status, and Data Set Interrupts on 
Each Channel 

Individual Modem Control Signals for Each 
Channel 



Programmable Serial Interface 
Characteristics for Each Channel: 

- 5-, 6-, 7-, or 8-bit Characters 

- Even-, Odd-, or No-Parity Bit Generation 
and Detection 

-1,1 1/2, or 2 Stop Bit Generation 

Three-State TTL Drive for the Data and 
Control Bus on Each Channel 

Hardware and Software Compatible With 
TL16C452 
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description 



The TL1 6C552 is an enhanced dual-channel version of the popular TL1 6C550 asynchronous communications 
element (ACE). The device serves two serial input/output interfaces simultaneously in microcomputer or 
microprocessor-based systems. Each channel performs serial-to-parallel conversion on data characters 
received from peripheral devices or modems and parallel-to-serial conversion on data characters transmitted 
by the CPU. The complete status of each channel of the dual ACE can be read at any time during functional 
operation by the CPU. The information obtained includes the type and condition of the transfer operations being 
performed and the error conditions. 
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In addition to its dual communications interface capabilities, the TL16C552 provides the user with a fully 
bidirectional parallel data port that fully supports the parallel Centronics type printer. The parallel port and the 
two serial ports provide IBM PC/AT-compatible computers with a single device to serve the three system ports. 

A programmable baud rate generator is included that can divide the timing reference clock input by a divisor 
between 1 and (2 16 - 1). 

The TL16C552 is housed in a 68-pin plastic leaded chip carrier, 
functional block diagram 
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Terminal Functions 



PIN 

NAME 


NO. 


I/O 


DESCRIPTION 


ACK 


68 


I 


Line Printer Acknowledge. This input goes low to indicate a successful data transfer has taken 
place. It generates a printer port interrupt during its positive transition. 


AFD 


56 


I/O 


Line Printer Autofeed. This open-drain line provides the line printer with an active-low signal when 
continuous form paper is to be autofed to the printer. This pin has an internal pullup resistor to Vqd 
of approximately 1 kQ. 


AO, A1 , A2 


35, 34, 33 


I 


Address Lines A0-A2. The address lines select the internal registers during CPU bus operations. 
See Table 1 for the decode of the serial channels and Table 1 1 for the decode of the parallel line 
printer port. 


BDO 


44 





Bus Buffer Output. This active-high output is asserted when either serial channel or the parallel port 
is read. This output can be used to control the system bus driver (74LS245). 


BUSY 


66 


I 


Line Printer Busy. This is an input line from the line printer that goes high when the line printer is 
not ready to accept data. 


CLK 


4 


I 


Clock input. The external clock input to the baud rate divisor of each ACE. 


CSO, CS1, CS2 


32, 3, 38 


I 


Chip Selects. Each input acts as an enable for the write and read signals for the serial channels 
1 (CSO) and 2 (CS1). CS2 enables the signals to the line printer port. 


CTSO, CTS1 


28, 13 


I 


Clear to Send Inputs. The logical state of each CTS pin is reflected in the CTS bit of the (MSR) 
modem status register (CTS is bit 4 of the MSR, written MSR (4)) of each ACE. A change of state 
in either CTS pin since the previous reading of the associated MSR causes the setting of DCTS 
(MSR(O)) of each modem status register. 


DB0-DB7 


14-21 


I/O 


Data Bits DB0-DB7. The data bus provides eight three-state I/O lines for the transfer of data, 
control, and status information between the TL1 6C552 and the CPU. These lines are normally in 
a high-impedance state except during read operations. DO is the least significant bit (LSB) and is 
the first serial data bit to be received or transmitted. 


DCDO, DCD1 


29, 8 


I 


Data Carrier Detect. DCD is a modem input whose condition can be tested by the CPU by reading 
MSR(7) (DCD) of the modem status registers. MSR(3) (DDCD) of the modem status register 
indicates whether the DCD input has changed since the previous reading of the MSR. DCD has no 
effect on the receiver. 


DSRO, DSR1 


31, 5 


I 


Data Set Ready Inputs. The logical state of the DSR pins is reflected in MSR(5) of its associated 
modem status register. DDSR (MSR(1)) indicates whether the associated DSR pin has changed 
state since the previous reading of the MSR. 


DTRO, DTR1 


25, 11 





Data Terminal Ready Lines. Each DTR pin can beset (low) by writing a logic 1 to MCR(O), modem 
control register bit of its associated ACE. This signal is cleared (high) by writing a logic to the 
DTR bit (MCR(O)) or whenever a reset occurs. When active (low), the DTR pin indicates that its ACE 
is ready to receive data. 


ENIRQ 


43 


I 


Parallel Port Interrupt Source Mode Selection. When low, the AT mode of interrupts is enabled. In 
this mode, the INT2 output is internally connected to the ACK input. If the ENIRQ input is tied high, 
the INT2 output is internally tied to the PRINT signal in the line printer status register. 


ERR 


63 


I 


Line Printer Error. This is an input linefrom the line printer. The line printer reports an error by holding 
this line low during the error condition. 


GND 


7, 27, 54 




Ground (0 V). All pins must be tied to ground for proper operation. 


INff 


57 


I/O 


Line Printer Intialize. This open-drain line provides the line printer with an active-low signal that 
allows the line printer initialization routine to be started. This pin has an internal pullup resistor to 
Vqo °f approximately 10 kQ. 


ior 


37 


I 


Input/Output Read Strobe. This is an active-low input that enables the selected channel to output 
data to the data bus (DB0-DB7). The data output depends upon the register selected by the address 
inputs AO, A1 , A2, and chip select. Chip select (CSO) selects ACE #1 , chip select 1 (CS1) selects 
ACE #2, and chip select 2 (CS2) selects the line printer port. 


IOW 


36 


I 


Input/Output Write Strobe. This is an active-low input causing data from the data bus to be input 
to either ACE or to the parallel port. The destination depends upon the register selected by the 
address inputs AO, A1 , A2, and chip selects CSO, CS1 , and CS2. 
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Terminal Functions (Continued) 



PIN 

NAME NO. 


I/O 


DESCRIPTION 


INTO, INT1 45,60 





Serial Channel Interrupts. Each three-state serial channel interrupt output (enabled by bit 3 of the 
MCR) goes active (high) when one of the following interrupts has an active (high) condition and is 
enabled by the interrupt enable register of its associated channel: receiver error flag, received data 
available, transmitter holding register empty, and modem status. The interrupt is reset low upon 
appropriate service. Upon reset, the interrupt output will be in the high-impedance state. 


INT2 59 





Printer Port Interrupt. This signal is an active-high, three-state output, generated by the positive 
transition of ACK. It is enabled by bit 4 of the write control register. Upon a reset, the interrupt output 
will be in the high-impedance state. Its mode is also controlled by ENIRQ. 


PD0-PD7 53-46 


I/O 


Parallel Data Bits (0-7). These eight lines provide a byte-wide input or output port to the system. 


PE 67 


I 


Line Printer Paper Empty. This is an input line from the line printer that goes high when the printer runs 
out of paper. 


PEMD 1 


I 


Pri ntp r PnhJinrpmpnt Mnrt p \A/hpn Inw thiQQinnslf^nshlPQtho write* Hatp rpn i^tp rtntho P O0- P l~)7 linoc 

nilllld LZMIlallUCIIlClulviUUt:. VVllCIIIUW^MiooiyilalCHaUlcoLIICVVII Lc Udld 1 try Id 1c 1 LU LI It; t LJ\J i VJ 1 111 leg . 

A high on this signal allows direction control of the PDO-7 port by the DIR bit in the control register. 
PEMD is usually tied low for the printer operation. 


RESET 39 


I 


Reset. When low, the reset input forces the TL16C552 into an idle mode in which all serial data 
activities are suspended. The modem control register (MCR) along with its associated outputs are 
cleared. The line status register (LSR) is cleared except for the THRE and TEMT bits, which are set. 
All functions of the device remain in an idle state until programmed to resume serial data activities. This 
input has a hysteresis level of typically 400 mV. 


RTSO, RTS1 24,12 





Request to Send Outputs. An RTSpin is set low by writing a logic 1 to MCR(1) bit 1 of its UARTs modem 
control register. Both RTS pins are reset high by RESET. A low on the RTS pin indicates that its ACE 
has data ready to transmit. In half-duplex operations, RTS is used to control the direction of the line. 


RXRDYO Q 61 
RXRDY1 


o 


ppppivpr RpaHu Rppojvpr DMA sin n a I inn is slso availablp throunh this nin Onp of two tvnps of DMA 
signaling can be selected via FCR3 when operating in the FIFO mode. Only DMA mode is allowed 
when operating in the TL1 6C450 mode. For signal transfer DMA (a transfer is made between CPU bus 
cycles), mode is used. Multiple transfers that are made continuously until the RCVR FIFO has been 
emptied are supported by mode 1 . 

Mode 0. RXRDY will be active (low) when in the FIFO mode (FCR0=1, FCR3=0) or when in the 
TL16C450 mode (FCR0=0) and the RCVR FIFO or RCVR holding register contain at least one 
character. When there are no more characters in the FIFO or holding register, the RXRDY pin will go 
inactive (high). 

Mode 1. RXRDY will go active (low) in the FIFO mode (FCR0=1) when FCR3=1 and the timeout or 
trigger levels have been reached. It will go inactive (high) when the FIFO or holding register is empty. 


RIO, RTF 30, 6 


I 


Ring Indicator Inputs. The Rl signal is a modem control input whose condition is tested by reading 
MSR(6) (Rl) of each ACE. The modem status register output TERI (MSR(2)) indicates whether the Rl 
input has changed from high to low since the previous reading of the MSR. 


SINO, SIN1 41,62 


I 


Serial Data Inputs. The serial data inputs move information from the communication line or modem 
to theTL16C552 receiver circuits. A mark (1) is high, and a space (0) is low. Data on serial data inputs 
is disabled when operating in the loop mode. 


SLCT 65 


I 


Line Printer Selected. This is an input line from the line printer that goes high when the line printer has 
been selected. 


SLIN 58 


I/O 


Line Printer Select. This open-drain selects the printer when it is active (low). This pin has an internal 
pullup resistor to Vqd of approximately 1 kQ. 


SOUTO, SOUT1 26,10 





Serial Data Outputs. These lines are the serial data outputs from the ACEs transmitter circuitry. A mark 
is a logic 1 (high) and a space is a logic (low). Each SOUT is held in the mark condition when the 
transmitter is disabled, RESET is true (low), the transmitter register is empty, or when in the loop mode. 


STB 55 


I/O 


Line Printer Strobe. This open-drain line provides communication between the TL1 6C552 and the line 
printer. When it is active (low), it provides the line priner with a signal to latch the data currently on the 
parallel port. This pin has an internal pullup resistor to Vqd of approximately 1 kQ. 
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Terminal Functions (Continued) 



PIN 

NAME 


NO. 


I/O 


DESCRIPTION 


TRI 


2 


I 


Three-State Control. This pin is used to control the three-state control of all I/O and output pins. When 
this pin is asserted, all I/O and outputs become high impedance, allowing board level testers to drive 
the outputs without overdriving internal buffers. This pin is level sensitive. This pin is pulled down with 
an internal resistor that is approximately 5 kQ, and is a CMOS input. 


TXRDYO, 
TXRDY1 


22, 42 





Transmitter Ready. Two types of DMA signaling are available. Either can be selected via FCR3 when 
operating in the FIFO mode. Only DMA mode is allowed when operating in the TL16C450 mode. 
Single-transfer DMA (a transfer is made between CPU bus cycles) is supported by mode 0. Multiply 
transfers that are made continuously until the XMIT FIFO has been filled are supported by mode 1 . 

Mode 0. When in the FIFO mode (FCR0=1 , FCR3=0) or in the TL1 6C450 mode (FCR0=0) and there 
are no characters in the XMIT holding register or XMIT FIFO, TXRDY will be active (low). Once TXRDY 
is activated (low), it will go inactive after the first character is loaded into the holding register of XMIT 
FIFO. 

Mode 1 . TXRDY will go active (low) if in the FIFO mode (FCR0=1) when FCR3=1 and there are no 
characters in the XMIT FIFO. When the XMIT FIFO is completely full, TXRDY will go inactive (high). 








V D D 


23, 40, 64 




Power supply. The power supply requirement is 5 V ± 5%. 



detailed description 

Three types of information are stored in the internal registers used in the ACE: control, status, and data. 
Mnemonic abbreviations are shown in the table below for the registers. 



CONTROL 


MNEMONIC 


STATUS MNEMONIC 


DATA 


MNEMONIC 


Line control register 


LCR 


Line status register LSR 


Receiver buffer register 


RBR 


FIFO control register 


FCR 


Modem status register MSR 


Transmitter holding register 


THR 


Modem control register 


MCR 






Divisor latch LSB 


DLL 






Divisor latch MSB 


DLM 






Interrupt enable register 


IER 







The address, read, and write inputs are used with the divisor latch access bit (DLAB) in the line-control register 
(bit 7) to select the register to be written or read (see Table 1). 



Table 1. Serial Channel Internal Registers 



DLAB 


A2 


A1 


AO 


MNEMONIC 


REGISTER 


L 


L 


L 


L 


RBR 


Receiver buffer register (read only) 


L 


L 


L 


L 


THR 


Transmitter holding register (write only) 


L 


L 


L 


H 


IER 


Interrupt enable register 


X 


L 


H 


L 


MR 


Interrupt identification register (read only) 


X 


L 


H 


L 


FCR 


FIFO control register (write only) 


X 


L 


H 


H 


LCR 


Line control register 


X 


H 


L 


L 


MCR 


Modem control register 


X 


H 


L 


H 


LSR 


Line status register 


X 


H 


H 


L 


MSR 


Modem status register 


X 


H 


H 


H 


SCR 


Scratch register 


H 


L 


L 


L 


DLL 


Divisor latch (LSB) 


H 


L 


L 


H 


DLM 


Divisor latch (MSB) 



X = irrelevant, L = low level, H = high level 

NOTE: The serial channel is accessed when either CSO or CS1 is low. 
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Individual bits within the registers are referred to by the register mnemonic and the bit number in parenthesis. 
As an example, LCR (7) refers to line control register bit 7. 

The transmitter buffer register and receiver buffer register are data registers that hold from five to eight bits of 
data. If less than eight data bits are transmitted, data is right justified to the LSB. Bit of a data word is always 
the first serial data bit received and transmitted. The ACE data registers are double-buffered so that read and 
write operations may be performed when the ACE is performing the parallel-to-serial or serial-to-parallel 
conversion. 

line-control register 

The format of the data character is controlled by the line-control register. The LCR may be read. Its contents 
are described below and shown in Figure 1 . 

LCR(O) and LCR(1) word length select bit 1 : 

The number of bits in each serial character is programmed as shown in Figure 1 . 

LCR(2) stop bit select bit 2: 

LCR(2) specifies the number of stop bits in each transmitted character as shown in Figure 1 . The receiver 
always checks for one stop bit. 

LCR(3) parity enable bit 3: 

When LCR(3) is high, a parity bit between the last data word bit and stop bit is generated and checked. 
LCR (4) even parity select bit 4: 

When enabled, a logic one selects even parity. 
LCR(5) stick parity bit 5: 

When parity is enabled (LCR(3)=1), LCR(5)=1 causes the transmission and reception of a parity bit to be in 
the opposite state from the value of LCR(4). This forces parity to a known state and allows the receiver to 
check the parity bit in a known state. 



- 
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LINE CONTROL REGISTER 



LCR 


LCR 


LCR 


LCR 


LCR 


LCR 


LCR 


LCR 


7 


6 


5 


4 


3 


2 


1 






» Word Length 
Select 



Stop Bit 
Select 



— Parity Enable 



fc Even Parity 
Select 



Stick Parity 



Break Control 



Divisor Latch 
Access Bit 



= 5 Data Bits 
1=6 Data Bits 
10 = 7 Data Bits 
11=8 Data Bits 

= 1 Stop Bits 

1 = 1.5 Stop Bits if 5 Data Bits Selected 

2 Stop Bits if 6, 7, 8 Data Bits Selected 

= Parity Disabled 

1 = Parity Enabled 



= Odd Parity 

1 = Even Parity 



= Stick Parity Disabled 

1 = Stick Parity Enabled 



= Break Disabled 

1 = Break Enabled 



= Access Receiver Buffer 

1 = Access Divisor Latches 



Figure 1. Line Control Register Contents 



LCR(6) break control bit 6: 

When LCR(6) is set to a logic 1 , the serial output (SOUT1 /SOUT0) is forced to the spacing state (low). The 
break control bit acts only on the serial output and does not affect the transmitter logic. If the following 
sequence is used, no invalid characters will be transmitted because of the break: 

Step 1 Load a "zero byte" in response to the transmitter holding register empty (THRE) status 
indication. 

Step 2 Set the break in response to the next THRE status indication. 

Step 3 Wait for the transmitter to be idle when transmitter empty status signal is set high (TEMT=1). Then 
clear the break when the normal transmission has to be restored. 

LCR(7) divisor latch access bit (DLAB) bit 7: 

Bit 7 must be set high (logic 1 ) to access the divisor latches DLL and DLM of the baud rate generator during a 
read or write operation. LCR(7) must be input low (logic 0) to access the receiver buffer register, the 
transmitter holding register or the interrupt enable register. 
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line status register 

The line status register (LSR) is a single register that provides status indications. The line status register shown 
in Table 2 is described below: 

LSR(O) data ready (DR) bit 0: 

Data ready is set high when an incoming character has been received and transferred into the receiver buffer 
register or the FIFO. LSR(O) is reset low by a CPU read of the data in the receiver buffer register or the FIFO. 

LSR(1) overrun error (OE) bit 1: 

Overrun error indicates that data in the receiver buffer register was not read by the CPU before the next 
character was transferred into the receiver buffer register overwriting the previous character. The OE 
indicator is reset whenever the CPU reads the contents of the line status register. An overrun error will occur 
in the FIFO mode after the FIFO is full and the next character is completely received. The overrun error is 
detected by the CPU on the first LSR read after it happens. The character in the shift register is not 
transferred to the FIFO but it is overwritten. 

LSR (2) parity error (PE) bit 2: 

Parity error indicates that the received data character does not have the correct parity as selected by LCR(3) 
and LCR(4). The PE bit is set high upon detection of a parity error and is reset low when the CPU reads the 
contents of the LSR. In the FIFO mode, the parity error is associated with a particular character in the FIFO. 
LSR (2) reflects the error when the character is at the top of the FIFO. 

LSR(3) framing error (FE) bit 3: 

Framing error indicates that the received character did not have a valid stop bit. LSR(3) is set high when the 
stop bit following the last data bit or parity bit is detected as a zero bit (spacing level). The FE indicator is reset 
low when the CPU reads the contents of the LSR. In the FIFO mode, the framing error is associated with a 
particular character in the FIFO. LSR(3) reflects the error when the character is at the top of the FIFO. 



Table 2. Line Status Register Bits 



LSR BITS 


1 





LSR(O) data ready (DR) 


Ready 


Not ready 


LSR(1) overrun error (OE) 


Error 


No error 


LSR(2) parity error (PE) 


Error 


No error 


LSR(3) framing error (FE) 


Error 


No error 


LSR(4) break interrupt (Bl) 


Break 


No break 


LSR(5) transmitter holding register empty (THRE) 


Empty 


Not empty 


LSR(6) transmitter empty (TEMT) 


Empty 


Not empty 


LSR(7) RCVR FIFO error 


Error in FIFO 


No error in FIFO 



LSR(4) break interrupt (Bl) bit 4: 

Break interrupt is set high when the received data input is held in the spacing (logic 0) state for longer than a 
full word transmission time (start bit + data bits + parity + stop bits). The Bl indicator is reset when the CPU 
reads the contents of the line status register. In the FIFO mode, this is associated with a particular character 
in the FIFO. LSR(2) reflects the Bl when the break character is atthe top of the FIFO. The error is detected by 
the CPU when its associated character is at the top of the FIFO during the first LSR read. Only one zero 
character is loaded into the FIFO when Bl occurs. 

LSR(1 ) - LSR(4) are the error conditions that produce a receiver line status interrupt (priority 1 interrupt in the 
interrupt identification register (IIR)) when any of the conditions are detected. This interrupt is enabled by 
setting IER(2)=1 in the interrupt enable register. 
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LSR(5) transmitter holding register empty (THRE) bit 5: 

THRE indicates that the ACE is ready to accept a new character for transmission. The THRE bit is set high 
when a character is transferred from the transmitter holding register into the transmitter shift register. LSR(5) 
is reset low by the loading of the transmitter holding register by the CPU. LSR(5) is not reset by a CPU read of 
the LSR. In the FIFO mode when the XMIT FIFO is empty, this bit is set. It is cleared when one byte is written 
to the XMIT FIFO. When the THRE interrupt is enabled by IER(1), THRE causes a priority 3 interrupt in the 
IIR. If THRE is the interrupt source indicated in MR, INTRPT is cleared by a read of the MR. 

LSR(6) transmitter empty (TEMT) bit 6: 

TEMT is set high when the transmitter holding register (THR) and the transmitter shift register (TSR) are both 
empty. LSR(6) is reset low when a character is loaded into the THR and remains low until the character is 
transferred out of SOUT. TEMT is not reset low by a CPU read of the LSR. In the FIFO mode, when both the 
transmitter FIFO and shift register are empty, this bit is set to one. 

LSR(7) RCVR FIFO error bit 7: 

The LSR(7) bit is always in theTL16C450 mode. In FIFO mode, it is set when at least one of the following 
data errors is in the FIFO: parity error, framing error, or break interrupt indication. It is cleared when the CPU 
reads the LSR if there are no subsequent errors in the FIFO. 

NOTE: The line status register may be written. However, this function is intended only for factory test. It 
should be considered as read only by applications software. 

FIFO-control register 

This write-only register is at the same location as the 1 1 R. It is used to enable and clear the Fl FOs, set the trigger 
level of the RCVR FIFO, and select the type of DMA signaling. 

FCR(O) enables both the XMIT and RCVR FIFOs. All bytes in both FIFOs can be cleared by resetting FCR(O). 
Data is cleared automatically from the FIFOs when changing from the FIFO mode to the TL16C450 mode and 
vice versa. Programming of other FCR bits is enabled by setting FCR(0)=1 . 

FCR(1)=1 clears all bytes in the RCVR FIFO and resets the counter logic to 0. This does not clear the shift 
register. 

FCR(2)=1 clears all bytes in the XMIT FIFO and resets the counter logic to 0. This does not clear the shift register. 
FCR(3)=1 will change the RXRDY and TXRDY pins from mode to mode 1 if FCR(0)=1 . 
FCR(4) - FCR(5): These two bits are reserved for future use. 

FCR(6) - FCR(7): These two bits are used for setting the trigger level for the RCVR FIFO interrupt as follows: 



BIT 


RCVR FIFO 


7 


6 


TRIGGER LEVEL (BYTES) 








01 





1 


04 


1 





08 


1 


1 


14 
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modem-control register 

The modem-control register (MCR) contro ls th e inte rface with the modem or data set as described in Figure 2. 
MCR can be written and read. The RTS and DTR outputs are directly controlled by their control bits in this 
register. A high input asserts a low (true) at the output pins. MCR bits 0, 1 , 2, 3, and 4 are shown as follows: 

MCR(O): When M CR(O) is set high, the DTR output is forced low. When MCR(O) is reset low, the DTR output 
is forced high. The DTR output of the serial channel may be input into an inverting line driver in order to obtain 
the proper polarity input at the modem or data set. 

MCR(1): When M CR(1 ) is set high, the RTS output is forced low. When MCR(1) is reset low, the RTS output 
is forced high. The RTS output of the serial channel may be input into an inverting line driver to obtain the proper 
polarity input at the modem or data set. 

MCR(2): When MCR(2) is set high, OUT1 is forced low. 

MCR(3): When MCR(3) is set high, the OUT2 output is forced low. 

MCR(4): MCR(4) provides a local loopback feature for diagnostic testing of the channel. When MCR(4) is set 
high, serial output (SOUT) is set to the marking (logic 1) state, and the receiver data input serial input (SIN) is 
disconnected. The output of the t ransmitter s hift register is looped back into the receiver shift registe r input. The 
four modem control inputs (CTS, DSR, DCD, and Rl) are disconnected. The modem-control outputs (DTR, RTS, 
OIUT1 , and OUT2) are internally connected to the four modem control inputs. The modem-control output pins 
are forced to their inactive state (high) on the TL1 6C552. In the diagnostic mode, data transmitted is immediately 
received. This allows the processor to verify the transmit and receive data paths of the selected serial channel. 
Interrupt control is fully operational. However, interrupts are generated by controlling the lower four MCR bits 
internally. Interrupts are not generated by activity on the external pins represented by those four bits. 

MCR(5) - MCR(7) are permanently set to logic 0. 



MODEM-CONTROL REGISTER 



MCR 


MCR 


MCR 


MCR 


MCR 


MCR 


MCR 


MCR 


7 


6 


5 


4 


3 


2 


1 






Data Terminal = DTR Output High (Inactive) 
1 = DTR Output Low (Active) 



= RTS Output High (Inactive) 

1 = RTS Output Low (Active) 



= OUT1 Output High 

1 = OUT1 Output Low 



= OUT2 Output High 

1 = OUT2 Output Low 



= Loop Disabled 

1 = Loop Enabled 



■> — Bits are set to Logic 



Figure 2. Modem-Control Register Contents 



Ready 

Request 
To Send 

► Out1 
Out 2 
-#> — Loop 
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modem-status register 

The MSR provides the CPU with status of the modem input lines from the modem or peripheral devices. The 
MSR allows the CPU to read the serial channel modem signal inputs by accessing the data bus interface of the 
ACE in addition to the current status of four bits of the MSR that indicate whether the modem inputs have 
changed since the last reading of the MSR. The delta status bits are set high when acontrol input from the modem 
changes state and reset low when the CPU reads the MSR. 

The modem input lines are CTS, DSR, Rl, and DCD. MSR(4) - MSR(7) are status indications of these lines. 
A status bit = 1 indicates the input is a low. A status bit = indicates the input is high. If the modem-status interrupt 
in the interrupt enable register is enabled (IER(3)), an interrupt is generated whenever MSR(O) - MSR(3) is set 
to a one. The MSR is a priority 4 interrupt. The contents of the modem-status register are described in Table 3. 

MSR(O) delta clear to send (DCTS) bit 0: 

DCTS displays that the CTS input to the serial channel has changed state since it was last read by the CPU. 

MSR(1) delta data set ready (DDSR) bit 1 : 

DDSR indicates that the DSR input to the serial channel has changed state since the last time it was read by 
the CPU. 

MSR(2) trailing edge of ring indicator (TERI) bit 2: 

TERI indicates that the Rl input to the serial channel has changed state from low to high since the last time it 
was read by the CPU. High-to-low transitions on Rl do not activate TERI. 

MSR(3) delta data carrier detect (DDCD) bit 3: 

DDCD indicates that the DCD input to the serial channel has changed state since the last time it was read by 
the CPU. 

MSR(4) clear to send (CTS) bit 4: 

CTS is the complement of the CTS input from the modem indicating to the serial channel that the modem is 
ready to receive data from the serial channel's transmitter output (SOUT). If the serial channel is in the loop 
mode ((MCR(4)=1), MSR(4) reflects the value of RTS in the MCR. 

MSR(5) data set ready (DSR) bit 5: 

DSR is the complement of the DSR input from the modem to the serial channel that indicates that the 
modem is ready to provide received data to the serial channel receiver cicuitry. If the channel is in the loop 
mode (MCR(4)=1), MSR(5) reflects the value of DTR in the MCR. 



Table 3. Modem-Status Register Bits 



MSR BIT 


MNEMONIC 


DESCRIPTION 


MSR(O) 


DCTS 


Delta clear to send 


MSR(1) 


DDSR 


Delta data set ready 


MSR(2) 


TERI 


Trailing edge of ring indicator 


MSR(3) 


DDCD 


Delta data carrier detect 


MSR(4) 


CTS 


Clear to send 


MSR(5) 


DSR 


Data set ready 


MSR (6) 


Rl 


Ring indicator 


MSR(7) 


DCD 


Data carrier detect 
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MSR(6) ring indicator (Rl) bit 6: 

Rl is the c omplement oftheRlinput. If the channel is in the loop mode (MCR(4)=1), MSR(6) reflects the value 
of OUT1 in the MCR. 

MSR(7) data carrier detect (DCD) bit 7: 

Data carrier detect indicates the status of the data carrier detect (DCD) input. If the channel is in the loop 
mode (MCR(4)=1), MSR(7) reflects the value of OUT2 in the MCR. 

Reading the MSR register will clear the delta modem status indications but has no effect on the other status 
bits. For LSR and MSR, the setting of sta tus bits is inhibited during status register read operations. If a status 
condition is generated during a read IOR operation, the status bit is not set until the trailing edge of the read. If 
a status bit is set during a read operation, and the same status condition occurs, that status bit will be cleared 
at the trailing edge of the r ead instead of being set a gain. In the loop-back mode, when modem status 
interrupts are enabled, the CTS, DSR, Rl and DCD input pins are ignored. However, a modem-status 
interrupt may still be generated by writing to MCR3-MCR0. Applications software should not write to the 
modem-status register. 

divisor latches 

The ACE serial channel contains a programmable baud-rate generator (BRG) that divides the clock (DC to 
8 MHz) by any divisor from 1 to 2 16_1 (see also BRG description). The output frequency of the baud generator 
is 1 6X the data rate (divisor # = clock + (baud rate x 1 6)) referred to in this document as RCLK. Two 8-bit divisor 
latch registers store the divisor in a 16-bit binary format. These divisor latch registers must be loaded during 
initialization. Upon loading either of the divisor latches, a 16-bit baud counter is immediately loaded. This 
prevents long counts on initial load. The BRG can use any of three different popular frequencies to provide 
standard baud rates. These frequencies are 1.8432 MHz, 3.072 MHz, and 8 MHz. With these frequencies, 
standard bit rates from 50 to 51 2K bps are available. Tables 5, 6, and 7 illustrate the divisors needed to obtain 
standard rates using these three frequencies. 

scratchpad register 

Scratchpad register is an 8-bit read/write register that has no effect on either channel in the ACE. It is intended 
to be used by the programmer to hold data temporarily. 

interrupt identification register 

In order to minimize software overhead during data character transfers, the serial channel prioritizes interrupts 
into four levels. The four levels of interrupt conditions are as follows: 

1 . Receiver line status (priority 1) 

2. Received data ready (priority 2) or character timeout 

3. Transmitter holding register empty (priority 3) 

4. Modem status (priority 4) 

Information indicating that a prioritized interrupt is pending and the type of interrupt is stored in the interrupt 
identification register (MR). The IIR indicates the highest priority interrupt pending. The contents of the IIR are 
indicated in Table 4. 
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Table 4. Interupt Identification Register 



FIFO 
MODE 
ONLY 


INTERRUPT 
IDENTIFICATION 
REGISTER 


INTERRUPT SET AND RESET FUNCTIONS 


BIT 3 


BIT 2 


BIT1 


BITO 


PRIORITY 
rnlUnl 1 I 

LEVEL 


INTERRUPT TYPE 


INTERRUPT SOURCE 


1NTFRRUPT RE- 
SET CONTROL 











1 




None 


None 







1 


1 





First 


Receiver line status 


OE, PE, FE, orBI 


LSR read 





1 








Second 


Received data available 


Receiver data available or trigger level 
reached 


RBR read until 
FIFO drops below 
the trigger level 


1 


1 








Second 


Character timeout 
indication 


No characters have been removed 
from or input to the receiver FIFO 
during the last four character times 
and there is at least one character in it 
during this time. 


RBR read 








1 





Third 


THRE 


THRE 


MR read if THRE 
is the interrupt 
source or THR 
write 














Fourth 


Modem status 


CTS, DSR, Rl, or DCD 


MSR read 



IIR(O) can be used to indicate whether an interrupt is pending. When IIR(O) is low, an interrupt is pending. 

IIR(1) and IIR(2) are used to identify the highest priority interrupt pending as indicated in Table 4. 

IIR(3): This bit is always logic when in the TL16C450 mode. This bit is set along with bit 2 when in the FIFO 
mode and a trigger change level interrupt is pending. 

IIR(4) - 1 1 R (5) : These two bits are always set to logic 0. 

IIR(6) - IIR(7): FCR(0)=1 sets these two bits. 

interrupt enable register 

The interrupt enable register (IER) is used to independently enable the four serial channel interrupt sources 
that activate the interrupt (INTO or INT1) output. All interrupts are disabled by resetting IER(0) - IER(3) of the 
interrupt enable register. Interrupts are enabled by setting the appropriate bits of the IER high. Disabling the 
interrupt system inhibits the interrupt identification register and the active (high) interrupt output. All other system 
functions operate in their normal manner, including the setting of the line status and modem status registers. 
The contents of the interrupt enable register are described in Table 9 and below. 

IER(0) 

When set to one, IER(0) enables the received data available interrupt and the timeout interrupts in the FIFO 
mode. 

IER(1) 

When set to one, IER(1) enables the transmitter holding register empty interrupt. 

IER(2) 

When set to one IER(2) enables the receiver line status interrupt. 

IER(3) 

When set to one, IER(3) enables the modem status interrupt. 
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— 



IER(4) - IER(7) 

These four bits of the IER are logic 0. 



receiver 



Serial asynchronous data is input into the SIN pin. The ACE continually searches for a high-to-low transition 
from the idle state. When the transition is detected, a counter is reset, and counts the 1 6X clock to 7 1/2, which 
is the center of the start bit. The start bit is valid if the SI N is still low. Verifying the start bits prevents the receiver 
from assembling a false data character due to a low-going noise spike on the SIN input. 

The line-control register determines the number of data bits in a character (LCR(O), LCR(1)). If parity is used 
LCR(3) and the polarity of parity LCR(4) are needed. Status for the receiver is provided in the line status register. 
When a full character is received, including parity and stop bits, the data received indication in LSR(O) is set high. 
The CPU reads the receiver buffer register, which resets LSR(O). If the character is not read prior to a new 
character transfer from the RSR to the RBR, the overrun error status indication is set in LSR(1 ). If there is a parity 
error, the parity error is set in LSR(2). If a stop bit is not detected, a framing error indication is set in LSR(3). 

If the data into SIN is a symmetrical square wave, the center of the data cells will occur within ± 3.1 25% of the 
actual center, providing an error margin of 46.875%. The start bit can begin as much as one 16X clock cycle 
prior to being detected. 



After power-up, the ACE MR input should be held high for one microsecond to reset the ACE circuits to an idle 
mode until initialization. A high on MR causes the following: 

1 . Intializes the transmitter and receiver internal clock counters. 

2. Clears the line status register (LSR), except for transmitter shift register empty (TEMT) and transmit holding 
register empty (THRE), which are set. The modem control register (MCR) is also cleared. All of the discrete 
lines, memory elements, and miscellaneous logic associated with these register bits are also cleared or 
turned off. The line control register (LCR), divisor latches, receiver buffer register, and transmitter buffer 
register are not affected. 

Following the removal of the reset condition (reset low), the ACE remains in the idle mode until programmed. 

A hardware reset of the ACE sets the THRE and TEMT status bit in the LSR. When interrupts are subsequently 
enabled, an interrupt occurs due to THRE. 

A summary of the effect of a reset on the ACE is given in Table 8. 



The serial channel of the ACE is programmed by the control registers: LCR, IER, DLL, DLM, MCR, and FCR. 
These control words define the character length, number of stop bits, parity, baud rate, and modem interface. 

While the control registers can be written in any order, the IER should be written last because it controls the 
interrupt enables. Once the serial channel is programmed and operational, these registers can be updated any 
time the ACE serial channel is not transmitting or receiving data. 



master reset 



programming 
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FIFO-interrupt-mode operation 

The following RCVR status will occur when the RCVR FIFO and receiver interrupts are enabled. 

1 . LSR(O) is set when a character is transferred from the shift register to the RCVR FIFO. When the FIFO is 
empty, it is reset. 

2. IIR=06 receiver line status interrupt has higher priority than the received data available interrupt IIR=04. 

3. Receive data available interrupt will be issued to the CPU when the programmed trigger level is reached 
by the FIFO. As soon as the FIFO drops below its programmed trigger level, it will be cleared. 

4. IIR=04 (receive data available indication) also occurs when the FIFO reaches its trigger level. It is cleared 
when the FIFO drops below the programmed trigger level. 

The following RCVR FIFO character timeout status will occur when RCVR FIFO and receiver interrupts are 
enabled. 

1 . If the following conditions exist, a FIFO character timeout interrupt will occur. 

- Minimum of one character in FIFO 

- Last received serial character was longer than 4 continuous previous character times ago (if two stop bits 
are programmed, the second one is included in the time delay). 

- The last CPU read of the FIFO was more than 4 continuous character times earlier. At 300 baud and 
12-bit characters, the FIFO timeout interrupt causes a latency of 160 ms maximum from received 
character to interrupt issued. 

2. By using the RCLK input for a clock signal, the character times can be calculated. (The delay is proportional 
to the baud rate.) 

3. The timeout timer is reset after the CPU reads the RCVR FIFO or after a new character is received, when 
there has been no timeout interrupt. 

4. A timeout interrupt is cleared and the timer is reset when the CPU reads a character from the RCVR FIFO. 

XMIT interrupts will occur as follows when the transmitter and XMIT FIFO interrupts are enabled (FCRO=1, 
IER=1). 

1 . When the transmitter FIFO is empty, the transmitter holding register interrupt (IIR=02) occurs. The interrupt 
is cleared as soon as the transmitter holding register is written to or the MR is read. One to sixteen characters 
may be written to the transmit FIFO when servicing this interrupt. 

2. The XMIT FIFO empty indications will be delayed one character time minus the last stop bit time whenever 
the following occurs: 

THRE=1 and there has not been a minimum of two bytes at the same time in XMIT FIFO, since the last 
THRE=1 . The first transmitter interrupt after changing FCRO will be immediate, however, assuming it is 
enabled. 

RCVR FIFO trigger level and character timeout interrupts have the same priority as the received data available 
interrupt. The transmitter holding register empty interrupt has the same priority as the transmitter FIFO empty 
interrupt. 

FIFO polled mode operation 

Resetting IER0, IER1 , IER2, IER3, or all to zero, with FCR0=1 , puts the ACE into the FIFO polled mode. RCVR 
and XMITER are controlled separately. Therefore, either or both can be in the polled mode. 
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In the FIFO polled mode, there is no timeout condition indicated or trigger level reached. However, the RCVR 
and XMIT FIFOs still have the capability of holding characters. The LSR must be read to determine the ACE 
status. 



Table 5. Baud Rates (1.8432-MHz Clock) 



BAUD RATE 


DIVISOR (N) USED TO 


PERCENT ERROR DIFFERENCE 


DESIRED 


GENERATE 16 X CLOCK 


BETWEEN DESIRED AND ACTUAL 


50 


2304 




75 


1536 




110 


1047 


0.026 


134.5 


857 


0.058 


150 


768 




300 


384 




600 


192 




1200 


96 




1800 


64 




2000 


58 


0.690 


2400 


48 




3600 


32 




4800 


24 




7200 


16 




9600 


12 




19200 


6 




38400 


3 




56000 


2 


2.860 


Table 6. Baud Rates (3.072-MHz Clock) 


BAUD RATE 


DIVISOR (N) USED TO 


PERCENT ERROR DIFFERENCE 


DESIRED 


GENERATE 16 X CLOCK 


BETWEEN DESIRED AND ACTUAL 




50 


3840 




75 


2560 




110 


1745 


0.026 


134.5 


1428 


0.034 


150 


1280 




300 


640 




600 


320 




1200 


160 




1800 


107 


0.312 


2000 


96 




2400 


80 




3600 


53 


0.628 


4800 


40 




7200 


27 


1.230 


9600 


20 




19200 


10 




38400 


5 
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Table 7. Baud Rates (8-MHz Clock) 



BAUD RATE 
DESIRED 


DIVISOR (N) USED TO 
GENERATE 1 6 X CLOCK 


PERCENT ERROR DIFFERENCE 
BETWEEN DESIRED AND ACTUAL 


e^A 
ou 


1 aaa 
I uuu 




7R 


ODD/ 


u.uuo 


1 1 a 
1 1 u 




U.U I u 


I O4.0 


Q71 7 
Of I / 


a nn 


I OU 


oooo 


U.U I u 


QAA 
OUU 


1 RR7 


a r\oc\ 

U.U<£U 


aaa 

OUU 


OOO 


n aaa 

U.U*tU 




417 
41 / 


a aqa 
u.uou 


^ onn 
I OUU 


077 


A AAA 

u.uou 


onnn 






Ovi nn 
z4UU 


ono 


n i en 
U. \ OU 


3600 


139 


0.080 


4800 


104 


0.160 


7200 


69 


0.644 


9600 


52 


0.160 


19200 


26 


0.160 


38400 


13 


0.160 


56000 


9 


0.790 


128000 


4 


2.344 


256000 


2 


2.344 


512000 


1 


2.400 



Table 8. Master Reset 



REGISTER/SIGNAL 


RESET CONTROL 


RESET 


Interrupt enable register 


Reset 


All bits low (0-3 forced and 4-7 permanent) 


Interrupt identification 


Reset 


Bit is high, bits 1,2,3, 6, and 7 low 


Register 




Bits 4-5 are permanently low 


Line control register 


Reset 


All bits low 


Modem control register 


Reset 


All bits low 


FIFO control register 


Reset 


All bits low 


Line status register 


Reset 


All bits low, except bits 5 and 6 are high 


Modem status register 


Reset 


Bits 0-3 low, bits 4-7 input signal 


SOUT 


Reset 


High 


Interrupt (RCVR errs) 


Read LSR/Reset 


Low 


Interrupt (RCVR data ready) 


Read RBR/Reset 


Low 


Interrupt (THRE) 


Read IIR/Write THR/Reset 


Low 


Interrupt (modem status changes) 


Read MSR/Reset 


Low 


OUT2 


Reset 


High 


RTS 


Reset 


High 


DTR 


Reset 


High 


OUT1 


Reset 


High 
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Table 9. Serial Channel Accessible Registers 



ADDRESS 


REGISTER 


REGISTER BIT NUMBER 




MNEMONIC 


BIT 7 


BIT 6 


BIT 5 


BIT 4 


BIT 3 


BIT 2 


BIT 1 


BITO 





RBR 


Data 


Data 


Data 


Data 


Data 


Data 


Data 


Data 




(Read only) 


Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 






(MSB) 














(LSB) 





THR 


Data 


Data 


Data 


Data 


Data 


Data 


Data 


Data 




(Write only) 


Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 


ot 


DLL 


Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 


1t 


□ LM 


Bit 15 


Bit 14 


Bit 13 


Bit 12 


Bit 11 


Bit 10 


Bit 9 


Bit 8 


1 


IER 














(EDSSI) 


(ERLSI) 


(ETBEI) 


(ERBFI) 














Enable 


Enable 


Enable 


Enable 














modem 


receiver 


transmitter 


received 














status 


line 


holding 


data 














interrupt 


status 


register 


available 
















interrupt 


empty 


interrupt 


















interrupt 




2 


FCR 


RCVR 


RCVR 


Reserved 


Reserved 


DMA 


XMIT 


RCVR 


FIFO 




(Write only) 


Trigger 


Trigger 






mode 


FIFO 


FIFO 


Enable 






(MSB) 


(LSB) 






select 


reset 


reset 




2 


IIR 


FIFOs 


FIFOs 








Interrupt ID 


Interrupt ID 


Interrupt ID 


If 




(Read only) 


Enabled* 


Enabled* 






Bit (2)* 


Bit (1) 


Bit (0) 


interrupt 




















pending 


3 


LCR 


(DLAB) 


Set 


Stick 


(EPS) 


(PEN) 


(STB) 


(WLSB1) 


(WLSBO) 






Divisor latch 


break 


parity 


Even parity 


Parity 


Number of 


Word length 


Word length 






access bit 






select 


enable 


stop bits 


select bit 1 


select bit 


4 


MCR 











Loop 


Enable 


OUT1 


CRTS) 


(DTR) 














external 


(an unused 


Request 


Data 














interrupt 


internal 


to send 


terminal 














(INTO or 


signal) 




ready 














INT1) 








5 


LSR 


Error in 


(TEMT) 


(THRE) 


(Bl) 


(FE) 


(PE) 


(OE) 


(DR) 






RCVR 


Transmitter 


Transmitter 


Break 


Framing 


Parity 


Overrun 


Data 






FIFO* 


empty 


holding 


interrupt 


error 


error 


error 


ready 










register 




















empty 












6 


MSR 


(DCD) 


Pi 


(DSR) 


(CTS) 


(DDCD) 


(TERI) 


(DDSR) 


(DCTS) 






Data carrier 


Ring 


Data set 


Clear 


Delta 


Trailing 


Delta 


Delta 






detect 


indicator 


ready 


to send 


data carrier 


edge ring 


data set 


clear 














detect 


indicator 


ready 


to send 


7 


SCR 


Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 



t DLAB = 1 

* These bits are always when FIFOs are disabled. 



parallel port registers 

The TL1 6C552's parallel port can be used to interface the device to a Centronics-style printer. When chip select 
2 (CS2) is low, the parallel port is selected. Table 11 shows the registers a ssoc iated with t his pa rallel port. The 
read or write function of the register is controlled by the state of the read (IOR) and write (IOW) pin as shown. 
The read data register allows the microprocessor to read the information on the parallel bus. 

The read status register allows the micr oprocessor to read the status of the printer in the six most significant 
bits. The status bi ts are printer b usyB SY, acknowledge (AC K) which is a handshake function, paper empty (PE) , 
printer selected (SLCT), error (ERR) and printer interrupt (PRINT). The read control register allows the state 
of the control lines to be read. The write control register sets the state of the control lines. They are direction 
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(DIR), i nterr upt enable (INT2 EN), select in (SLIN), initialize the printer (INIT), autofeed the paper (AFD), and 
strobe (STB) , which informs the printer of the presence of a valid byte on the parallel bus. The write data register 
allows the microprocessor to write a byte to the parallel bus. The parallel port is completely compatible with the 
parallel port implementation used in the IBM Serial Parallel adaptor. 



Table 10. Parallel Port Registers 



REGISTER 


REGISTER BITS 


BIT 7 


BIT 6 


BIT 5 


BIT 4 


BIT 3 


BIT 2 


BIT 1 


BITO 


Read Data 


PD7 


PD6 


PD5 


PD4 


PD3 


PD2 


PD1 


PDO 


Read Status 


BSY 


ACK 


PE 


SLCT 


ERR 


PRINT 


1 


1 


Read Control 








DIR 


INT2 EN 


SLIN 


TnTt 


AFD 


STB 


Write Data 


PD7 


PD6 


PD5 


PD4 


PD3 


PD2 


PD1 


PDO 


Write Control 








DIR 


INT2 EN 


SLIN 


INIT 


AFD 


STB 



Table 11. Parallel Port Register Select 



CONTROL PINS 


REGISTER SELECTED 


IOR 


iow 


CS2 


A1 


AO 


L 


H 


L 


L 


L 


Read data 


L 


H 


L 


L 


H 


Read status 


L 


H 


L 


H 


L 


Read control 


L 


H 


L 


H 


H 


Invalid 


H 


L 


L 


L 


L 


Write data 


H 


L 


L 


L 


H 


Invalid 


H 


L 


L 


H 


L 


Write control 


H 


L 


L 


H 


H 


Invalid 



line printer port 

The line printer port contains the functionality of the port included in the TL16C452, but offers a hardware 
programmable extended mode controlled by the printer enhancement mode (PEMD) pin. This enhancement is 
the addition of a direction control bit, and an interrupt status bit. 

register line printer data register 

The line printer (LPD) port is either output only or bidirectional, depending on the state of the extended mode 
pin and data direction control bits. 

Compatibility mode (PEMD pin =0) 

Reads to the LPD register return the last data that was written to the port. Write operations immediately 
output data to the PD0-PD7 pins. 

Extended mode (PEMD pin =1) 

Read operations return either the data last written to the LPT data register if the direction bit is set to write 
(low), or the data that is present on PD0-PD7 if the direction is set to read (high). Writes to the LPD register 
latch data into the output register, but only drive the LPT port when the direction bit is set to write (low). 
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The table below summarizes the possible combinations of extended mode and the direction-control bit. In 
either case, the bits of the LPD register are defined as follows: 



PEMD 


DIR 


PD0-PD7 FUNCTION 


L 


X 


PC/AT Mode - output 


H 





PS/2 Mode -output 


H 


1 


PS/2 Mode -input 



register 1 read line printer status register 

The line printer status (LPS) register is a read-only register that contains interrupt and printer status of the LPT 
connector pins. In the table below (in the default column), are the values of each bit after reset in the case of 
the printer being disconnected from the port. The bits are described as follows: 



BIT 


DESCRIPTION 


DEFAULT 





Reserved 




1 


Reserved 




2 


PRINT 




3 


ERR 




4 


SLCT 




5 


PE 




6 


ACK 




7 


BSY 






Bits and 1 - Reserved. Read as ones. 

Bit 2 - Printer interrupt (PRINT, active low) status bit. When set (low) indicates that the printer has acknowledged 
the previous transfer with an ACK ha ndsha ke (bit if 4 of the control register is set to 1 ) . The bit is set to zero on 
the active to inactive transition of the ACK signal. This bit is set to a one after a read of the status port. 

Bit 3 - Error (ERR, active low) status bit corresponds to ERR input. 

Bit 4 - Select (SLCT) status bit corresponds to SLCT input. 

Bit 5 - Paper empty (PE) status bit corresponds to PE input. 

Bit 6 - Acknowledge (ACK, active low) status bit corresponds to ACK input. 

Bit 7 - Busy (BSY, active low) status bit corresponds to BUSY input (active high). 

register 2 line-printer-control register 

The line-printer-control (LPC) register is read/write port that is used to control the PD0-PD7 direction and drive 
the printer-control lines. Write operations set or reset these bits, while read operations return the state of the 
last write operation to this register. The bits in this register are defined as follows: 



BIT 


DESCRIPTION 





STB 


1 


AFD 


2 


INIT 


3 


SLIN 


4 


INT2 EN 


5 


DIR 


6 


Reserved (0) 


7 


Reserved (0) 
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Bit - Printer strobe (STB) control bit; when 1 , the STB signal is asserted on the LPT interface; when 0, the 
signal is negated. 

Bit 1 - Auto feed (AFD) control bit; when 1 , the AFD signal will be asserted on the LPT interface; when 0, the 
signal is negated. 

Bit 2 - Initialize printer (INIT) control bit; when 1 , the INIT signal is negated; when 0, the INIT signal is asserted 
on the LPT interface. 

Bit 3 - Select input (SLIN) control bit; when 1 , the SLCT signal is asserted on the LPT interface; when 0, the 
signal is negated. 

Bit 4 - In terrupt request enable (INT2 EN) control bit; when 1 , enables interrupts from the LPT port whenever 
the ACK signal is released; when 0, disables interrupts and places INT2 signal in 3-state. 

Bit 5 - Direction (DIR) control bit (only used when PEMD is high); when 1 , the output buffers in the LPD port are 
disabled allowing data driven from external sources to be read from the LPD port. When DIR is low, the LPD 
port is in output mode. 

absolute maximum ratings over operating free-air temperature range (unless otherwise noted)t 



Supply voltage range, V DD (see Note 1) - 0.5 V to V DD + 0.3 V 

Input voltage range, V| - 0.5 V to 7 V 

Output voltage range, Vq - 0.5 Vto Vqd + 0.3 V 

Continuous total power dissipation 500 mW 

Operating free-air temperature range - 10°C to 70°C 

Storage temperature range - 65°C to 150°C 



t Stresses beyond those listed under "absolute maximum ratings" may cause permanent damage to the device. These are stress ratings only and 
functional operation of the device at these or any other conditions beyond those indicated under "recommended operating conditions" is not 
implied. Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability. 

NOTE 1 : All voltage levels are with respect to ground (Vss). 



recommended operating conditions 





MIN NOM MAX 


UNIT 


Supply voltage, Vqd 


4.75 5 5.25 


V 


Clock high-level input voltage, Vm(CLK) 


2 V DD 


V 


Clock low-level input voltage, V{[_(CLK) 


-0.5 0.8 


V 


High-level input voltage, Vm 


2 V DD 


V 


Low-level input voltage, V|[_ 


-0.5 0.8 


V 


Clock frequency, f c lock 


8 


MHz 


Operating free-air temperature range, Ta 


70 


°C 
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electrical characteristics over recommended ranges of operating free-air temperature and supply 
voltage 



PARAMETER 


TEST CONDITIONS 


MIN MAX 


UNIT 


v OH nign-ievei uuipui voltage 


lOH = - 4 mA f or DB0-DB7, 

lOH = -2mAforPD0-PD7, 

lOH = - 4 mA for INIT . AFD . STB, and SLIN 

lOH = _ °- 4 mA Tor ail otner outputs 




V 


Vql Low-level output voltage 


lOL = 4 mA for DB0-DB7, 
IOL= 12 mA for PD0-PD7, 

lOL = 1 mA Tor 'N'T, AFD, STB, and SLIN (see Note 2), 
lOL = 2 mA TOr a" other outputs 


0.4 


V 


l| Input current 


Vqd = 5.25 V, All other pins are floating 


± 10 


VA 


'l(CLK) Clock input current 


V| = to 5.25 V 


± 10 


yiA 


lOZ Off-state output current 


V DD = 5.25 V, 

Vq = with chip deselected, or 

Vo = 5.25 V with chip and write mode selected 


±20 


|iA 


Iqd Supply current 


Vqd = 5.25 V, No loads on outputs, 
SINO, SIN1 , DSRO, DSR1 , DCDO, DCD1 , CTSO, CTS1 , 
RIO and RlT at 2 V, Other inputs at 0.8 V, 
Baud rate generator f c | ck = 8 MHz, Baud rate = 56 kb/s 


50 


mA 



clock timing requirements over recommended ranges of operating free-air temperature and supply 
voltage (see Figure 3) 





MIN MAX 


UNIT 


t w -) Pulse duration, CLK high (External clock, 8 MHz max) 


55 


ns 


t W 2 Pulse duration, CLK low (External clock, 8 MHz max) 


55 


ns 


t W 3 Pulse duration, master reset 


1000 


ns 


read cycle timing requirements over recommended ranges of operating free-air temperature and 
supply voltage (see Figure 6) 




MIN MAX 


UNIT 


t W 4 Pulse duration, IOR low 


80 


ns 


t su i Setup time, chip select valid before IOR low (see Note 3) 


15 


ns 


t SU 2 Setup time, A2-A0 valid before IOR low (see Note 3) 


15 


ns 


t n i Hold time, A2-A0 valid after IOR high (see Note 3) 


20 


ns 


t n 2 Hold time, chip select valid after IOR high (see Note 3) 


20 


ns 


t{ji Delay time, t SU 2 + t W 4 + t,j2 (see Note 4) 


175 


ns 


t<j2 Delay time, IOR high to IOR or IOW low 


80 


ns 



NOTES: 2. These four pins contain an internal pullup resistor to Vqq of approximately 10 kQ. 

3. The internal address strobe is always active. 

4. In the FIFO mode, tjji = 425 ns (min) between reads of the receiver FIFO and the status registers (MR and LSR). 
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write cycle timing requirements over recommended ranges of operating free-air temperature and 
supply voltage (see Figure 7) 





MIN MAX 


UNIT 


t W 5 Pulse duration, IOW low 


80 


ns 


( su4 Setup time, chip select valid before IOW low (see Note 3) 


15 


ns 


t SU 5 Setup time, A2-A0 valid before IOW low (see Note 3) 


15 


ns 


t SU 6 Setup time, D0-D7 valid before IOW high 


15 


ns 




th3 Hold time, A2-A0 valid after IOW high (see Note 3) 


20 


ns 


th4 Hold time, chip select valid after IOW high (see Note 3) 


20 


ns 


t n5 Hold time, D0-D7 valid after IOW high 


15 


ns 


t d3 Delay time, t su5 + t w5 + t d4 


175 


ns 


td4 Delay time, IOW high to IOW or IOR low 


80 


ns 


NOTE 3: The internal address strobe is always active. 

read cycle switching characteristics over recommended ranges of operating free-air temperature 
and supply voltage (see Figure 6) 


PARAMETER 


TEST CONDITIONS 


MIN MAX 


UNIT 


Propagation delay time, from IOR high to BDO high or 
P d1 from IOR low to BDO low 


C[_=100pF, See Note 5 


60 


ns 


t en Enable time, from IOR low to D0-D7 valid 


C[_ = 100pF, See Note 5 


60 


ns 


tcjjs Disable time, from IOR high to D0-D7 released 


C L =100pF, See Note 5 


60 


ns 


NOTE 5: Vqi_ and Voh ( and tne external loading) determine the charge and discharge time. 

transmitter switching characteristics over recommended ranges of operating free-air temperature 
and supply voltage (see Figures 8, 9, and 10) 


PARAMETER 


TEST CONDITIONS 


MIN MAX 


UNIT 


^5 Delay time, interrupt THRE low to SOUT low at start 




8 24 


RCLK 
cycles 


tde Delay time, from SOUT low at start to interrupt THRE high 


See Note 6 


8 8 


RCLK 

cycles 


t d7 Delay time, IOW (WR THR) high to interrupt THRE high 


See Note 6 


16 32 


RCLK 

cycles 


t d8 Delay time, from SOUT low at start to TXRDY low 


C L = 100 pF 


8 


RCLK 
cycles 


tpd2 Propagation delay time, from IOW (WR THR) low to interrupt THRE low 


C L = 100 pF 


140 


ns 


tpd4 Propagation delay time, from IOR (RD MR) high to interrupt THRE low 


C|_= 100 pF 


140 


ns 


<pd5 Propagation delay time, from IOW (WR THR) high to TXRDY high 


C L = 100 pF 


195 


ns 



NOTE 6: If the transmitter interrupt delay is active, this delay will be lengthened by one character time, minus the last stop bit time. 
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receiver switching characteristics over recommended ranges of operating free-air temperature 
and supply voltage (see Figures 11, 12, 13, 14 and 15) 



PARAMETER 


TEST CONDITIONS 


MIN MAX 


UNIT 


td9 Delay time, from stop to INT high 


See Note 7 


1 


RCLK 
cycle 


tpd6 Propagation delay time, from RCLK high to sample CLK high 




100 


ns 


tpd7 Propagation delay time, from IOR (RD RBR/RD LSR) high to reset interrupt low 


C[_= 100 pF 


150 


ns 


tpd8 Propagation delay time, from IOR (RD RBR) low to RXRDY high 




150 


ns 



NOTE 7: The receiver data available indication, the overrun error indication, the trigger level interrupts and the active RXRDY indication will be 
delayed three RCLK cycles in the FIFO mode (FCR0 = 1 ). After the first byte has been received, status indicators (PE, FE, Bl) will be 
delayed three RCLK cycles. These indicators will be updated immediately for any further bytes received after RDRBR goes active. There 
are eight RCLK cycle delays for trigger change level interrupts. 



modem control switching characteristics over recommended ranges of operating free-air 
temperature and supply voltage (see Figure 16) 



PARAMETER 


TEST CONDITIONS 


MIN MAX 


UNIT 


1pd9 Propagation delay time, from IOW (WR MCR) high to RTS (DTR) low/high 


C L = 100 pF 


100 


ns 


*pd1 Propagation delay time, from modem input (CTS, DSR) low/high to interrupt high 


C L = 100 pF 


170 


ns 


tpdl 1 Propagation delay time, from TOR (RD MSR) high to interrupt low 


C|_= 100 pF 


140 


ns 


1pd1 2 Propagation delay time, from Rl high to interrupt high 


C[_= 100 pF 


170 


ns 



parallel port timing requirements over recommended ranges of supply voltage and operating 
free-air temperature (see Figure 17) 



PARAMETER 


MIN 


MAX 


UNIT 


1s07 


Setup time, data valid before STB low 


1 


[AS 




Hold time, data valid after STB high 


1 


US 


*w6 


Pulse duration, STB low 


1 500 


us 


*d10 


Delay time, BUSY high to ACK low 


Defined by printer 




*d11 


Delay time, BUSY low to ACK low 


Defined by printer 




l w6 


Pulse duration, ACK low 


Defined by printer 




w 


Pulse duration, BUSY high 


Defined by printer 




t#12 


Delay time, BUSY high after STB high 


Defined by printer 
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PARAMETER MEASUREMENT INFORMATION 



Data Bus 



Address Bus 



Control Bus 




CLK (XTAL1) 



'clock = 8 MHz MAX 

Figure 3. Clock Input (CLK) Voltage Waveform 

2.54 V 

Device Under Test 



F 



680 a 



TL16C552 



= = 82pFt 



tlncludes scope and jig capacitance 

Figure 4. Output Load Circuit 



TL16C552 



< > 



Option 
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Serial 






Channel 1 






Buffers 






Dual 






Ace and 




Serial 


Printer 




Channel 2 


Port 




Buffers 










Parallel 






Port 






R/C 






Network 



9-Pin D Connector 



9-Pin D Connector 



25-Pin D Connector 



Figure 5. Basic Test Configuration 



w Texas ^ 
Instruments 

POST OFFICE BOX 655303 * DALLAS, TEXAS 75265 25 



TL16C552 

DUAL ASYNCHRONOUS COMMUNICATIONS ELEMENT 
WITH FIFO 



PARAMETER MEASUREMENT INFORMATION 



A2,A1, AO 



CSO, CS1, CS2 



IOR 



IOW 



BDO 



Data 
D0-D7 



Valid 



T I 

! * 



l su2 - 



l pd1 



Active 



k t w4 



k- t h i -*i 
J 



X 



r*— t h2 — »1 

H — *di 



td2 



r* t P di 

i 



I " »j tdis 
^ Valid Data ^ 



Active 



OR 
Active 



Figure 6. Read Cycle Timing Waveforms 



A2, A1, AO 



CSO, CS1.CS2 



IOW 



IOR 



Data 
D0-D7 



l SU4" 
*SU5 — 



*w5- 



X 



k-t h3 



1 

h*— t h4 — »j 

H *d3 



Active ^jf 



t d 4 



tsu6-k ^ ,|_ th5 



Valid Data 



Active 



OR 
Active 



Figure 7. Write Cycle Timing Waveforms 
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Serial Out 
(SOUT) 



tds -\* — ►{ 



Parity 



*d6 



Interrupt 
(THRE) | 

tpd2 "T* H 

I \<~ t d 7 -*\ 



IOW 
(WRTHR) 



IOR 
(RD MR) 



tpd4 -H— ►! 



Figure 8. Transmitter Timing Waveforms 



IOW 
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SOUT 
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Data 
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*pd5 | 



»d8 N W 
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Figure 9. Transmitter Ready Mode Timing Waveforms 
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Byte #16 
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Figure 10. Transmitter Ready Mode 1 Timing Waveforms 
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RCLK 
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n_ 
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pd6 
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Data) 



^ \ Start / ' Data Bits (5-8) Parity) / stop \ / " 



Sample 



CLK 



J 1 1— ^ 1 1 1 Lj I !_(,<, 

Interrupt \J 
(Data Ready or JT ~X 

RCVR ERR ) * t pd7 —L, J ^~ 



IOR Active ^ 

Figure 11. Receiver Timing 



SIN 



Data Bits (5-8) Y Parity/ Stop 



Sample 
CLK 



Trigger 
Interrupt 
(FCR6, 7=0, 0) • 



IOR 
(RD RBR) 



LSI 

Interrupt ' 

ior" 

(RD LSR) 



*d9 



tpd7 — 
"N ^Active-^ / 



tpd7 



(FIFO at or Above 
Trigger Level) 

(FIFO Below 
Trigger Level) 



"Nj ^ Active ^ ~ 



Figure 12. Receiver FIFO First Byte (Sets RDR) 
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LL 



td9 
(see Note A) 



7 



Top BYTE of FIFO 
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V 
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Previous BYTE 
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Figure 13. Receiver FIFO After First Byte (After RDR Set) 



IOR 
(RD RBR) 

SIN 

(First Byte) 



Sample 
CLK 



RXRDY 



ACTIVE 



^XsTO^V 



*d9 — H 

(see Note B) 



Y 



(see Note A) 



*pd8 — *| 



r*- 



Figure 14. Receiver Ready-Mode 



NOTES: A. This is the reading of the last byte in the FIFO. 

B. If FCR0=1 , then t^g = 3 RCLK cycles. For a timeout interrupt, t^g = 8 RCLK cycles. 
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IOR 
(RD RBR) 

SIN 

(First Byte That Reaches 
the Trigger Level) 



\ ACT ' VE f 



Sample 




I 


CLK 








l d9 — ► 


K- 




(see Note B) 



RXRDY 



tpd8 



(see Note A) 



/ 



NOTES: A. This is the reading of the last byte in the FIFO. 

B. If FCR0=1 , then t<jg = 3 RCLK cycles. For a trigger change level interrupt, t^g = 8 RCLK 

Figure 15. Receiver Ready-Mode 1 
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Figure 16. Modem Timing 
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Figure 17. Parallel Port Timing 
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MASSACHUSETTS: Wattham: (617)895-9196 
MEXICO: Mexico City: 491-70834 
MINNESOTA: Minneapolis: (612)828-9300 
TEXAS: Dallas: (214)917-3881 
CANADA: Nepean: (613)726-1970 

Customer 
Response Center 

TOLL FREE: (800) 336-5236 

OUTSIDE USA: (214) 995-661 1 

(8:00 a.m. - 5:00 p.m. CST) 



TI Authorized 
North American 
Distributors 

Alliance Electronics, Inc. (military product only) 

Almac Electronics 

Arrow/Kierulff Electronics Group 

Arrow (Canada) 

Future Electronics (Canada) 

GRS Electronics Co., Inc. 

Hall-Mark Electronics 

Lex Electronics 

Marshall Industries 

Newark Electronics 

Wyle Laboratories 

Zeus Components 

Rochester Electronics. Inc. (obsolete product 
only (508)462-9332) 



TI Distributors 

ALABAMA: Arrow/Kierulff (205) 837-6955; 
Hall-Mark (205) 837-8700; Marshall (205) 
881-9235; Lex (205) 895-0480. 
ARIZONA: Arrow/Kierulff (602) 437-0750; 
Hall-Mark (602) 437-1200; Marshall (602) 
496-0290; Lex (602) 431-0030; Wyle (602) 
437-2088. 

CALIFORNIA: Los Angeles/Orange County: 

Arrow/Kierulff (818) 701-7500. (714) 838-5422; 
Hall-Mark (818) 773-4500, (714) 727-6000; 
Marshall (818) 407-4100. (714) 458-5301; Lex 
(818) 880-9686. (714) 863-0200; Wyle (818) 
880-9000. (714) 863-9953; Zeus (714) 921-9000. 
(818) 889-3838; 

Sacramento: Hall-Mark (916) 624-9781; 
Marshall (916) 635-9700; Lex (916) 364-0230; 
Wyle (916) 638-5282; 
San Diego: Arrow/Kierulff (619) 565-4800; 
Hall-Mark (61 9) 268-1 201 ; Marshall (61 9) 
578-9600; Lex (619) 495-0015; Wyle (619) 
565-9171 ; Zeus (619) 277-9681 ; 
San Francisco Bay Area: Arrow/Kierulff (408) 
745-6600; Hall-Mark (408) 432-4000; Marshall 
(408) 942-4600; Lex (408) 432-7171; Wyle (408) 
727-2500; Zeus (408) 629-4789. 
COLORADO: Arrow/Kierulff (303) 790-4444; 
Hall-Mark (303) 790-1662; Marshall (303) 
451-8383; Lex (303) 799-0258; Wyle (303) 
457-9953. 

CONNECTICUT: Arrow/Kierulff (203) 265-7741; 
Hall-Mark (203) 271-2844; Marshall (203) 
265-3822; Lex (203) 264-4700. 
FLORIDA: Fort Lauderdale: Arrow/Kierulff 
(305) 429-8200; Hall-Mark (305) 971-9280; 
Marshall (305) 977-4880; Lex (305) 977-7511; 
Orlando: Arrow/Kierulff (407) 333-9300; 
Hall-Mark (407) 830-5855; Marshall (407) 
767-8585; Lex (407) 331-7555; Zeus (407) 
365-3000; 

Tampa: Hall-Mark (813) 541-7440; Marshall 
(813) 573-1399; Lex (813) 541-5100. 
GEORGIA: Arrow/Kierulff (404) 497-1300; 
Hall-Mark (404) 623-4400; Marshall (404) 
923-5750; Lex (404) 449-9170. 
ILLINOIS: Arrow/Kierulff (708) 250-0500; 
Hall-Mark (708) 860-3800; Marshall (708) 
490-0155; Newark (312)784-5100; Lex (708) 
330-2888 

INDIANA: Arrow/Kierulff (31 7) 299-2071 ; 
Hall-Mark (317) 872-8875; Marshall (317) 
297-0483; Lex (317) 843-1050. 



Texas 
Instruments 



IOWA: Arrow/Kierulff (319) 395-7230; Lex (319) 
373-1417. 

KANSAS: Arrow/Kierulff (913) 541-9542; 
Hall-Mark (913) 888-4747; Marshall (913) 
492-3121; Lex (913) 492-2922. 
MARYLAND: Arrow/Kierulff (301 ) 995-6002; 
Hall-Mark (301) 988-9800: Marshall (301) 
622-1118; Lex (301) 596-7800; Zeus (301) 
997-1118. 

MASSACHUSETTS: Arrow/Kierulff (508) 
658-0900; Hall-Mark (617) 667-0902; Marshall 
(508) 658-0810: Lex (508) 694-9100; Wyle (617) 
272-7300: Zeus (617) 863-8800. 
MICHIGAN: Detroit: Arrow/Kierulff (313) 
462-2290; Hall-Mark (313) 462-1205; Marshall 
(313) 525-5850; Newark (313) 967-0600; Lex 
(313)525-8100; 

Grand Rapids: Arrow/Kierulff (616) 243-0912. 
MINNESOTA: Arrow/Kierulff (612) 830-1800: 
Hall-Mark (612) 941-2600; Marshall (612) 
559-2211; Lex (612) 941-5280. 
MISSOURI: Arrow/Kierulff (314) 567-6888; 
Hall-Mark (314) 291-5350; Marshall (314) 
291-4650; Lex (314) 739-0526. 
NEW HAMPSHIRE: Lex (603) 625-2250 
NEW JERSEY: Arrow/Kierulff (201) 538-0900, 
(609) 596-8000; GRS (609) 964-8560; Hall-Mark 
(201) 515-3000, (609) 235-1900; Marshall (201) 
882-0320, (609) 234-9100; Lex (201) 227-7880, 
(609) 273-7900. 

NEW MEXICO: Alliance (505) 292-3360. 
NEW YORK: Long Island: Arrow/Kierulff (516) 
231-1000; Hall-Mark (516) 737-0600; Marshall 
(516) 273-2424; Lex (516) 231-2500; Zeus (914) 
937-7400; 

Rochester: Arrow/Kierulff (716) 427-0300; 
Hall-Mark (716) 425-3300; Marshall (716) 
235-7620; Lex (716) 424-2222; 
Syracuse: Marshall (607) 798-1611. 
NORTH CAROLINA: Arrow/Kierulff (919) 
876-3132; (919) 725-8711 ; Hall-Mark (919) 
872-0712; Marshall (919) 878-9882; Lex (919) 
876-0000. 

OHIO: Cleveland: Arrow/Kierulff (216) 
248-3990; Hall-Mark (216) 349-4632; Marshall 
(216) 248-1788; Lex (216) 464-2970; 
Columbus: Hall-Mark (614) 888-3313; 
Dayton: Arrow/Kierulff (513) 435-5563; Marshall 

(513) 898-4480: Lex (513) 439-1800; Zeus (513) 
293-6162. 

OKLAHOMA: Arrow/Kierulff (918) 252-7537; 
Hall-Mark (918) 254-6110; Lex (918) 622-8000. 
OREGON: Almac (503) 629-8090; Arrow/Kierulff 
(503) 645-6456; Marshall (503) 644-5050; Wyle 
(503) 643-7900. 

PENNSYLVANIA: Arrow/Kierulff (215) 928-1800; 
GRS (215) 922-7037; Marshall (412) 788-0441; 
Lex (412) 963-6804. 

TEXAS: Austin: Arrow/Kierulff (512) 835-4180; 
Hall-Mark (512) 258-8848; Lex (512) 339-0088; 
Wyle (512)345-8853; 

Dallas: Arrow/Kierulff (214) 380-6464; Hall-Mark 
(214) 553-4300; Marshall (214) 233-5200; Lex 
(214) 247-6300; Wyle (214) 235-9953; Zeus 
(214) 783-7010; 

Houston: Arrow/Kierulff (713) 530-4700; 
Hall-Mark (713) 781-6100; Marshall (713) 
895-9200; Lex (713) 784-3600; Wyle (713) 
879-9953. 

UTAH: Arrow/Kierulff (801) 973-6913; Marshall 
(801) 485-1551; Wyle (801) 974-9953. 
WASHINGTON: Almac (206) 643-9992, (509) 
924-9500; Arrow/Kierulff (206) 643-4800; 
Marshall (206) 486-5747; Wyle (206) 881-1150. 
WISCONSIN: Arrow/Kierulff (414) 792-0150; 
Hall-Mark (414) 797-7844; Marshall (414) 
797-8400; Lex (414) 784-9451. 
CANADA: Calgary: Future (403) 235-5325; 
Edmonton: Future (403) 438-2858; 
Montreal: Arrow Canada (514) 735-5511 : Future 

(514) 694-7710: Marshall (514) 694-8142; 
Ottawa: Arrow Canada (613) 226-6903; Future 
(613) 820-8313; Quebec City: Arrow Canada 
(418)871-7500; 

Toronto: Arrow Canada (416) 670-7769; Future 
(416) 638-4771; Marshall (416)458-8046; 
Vancouver: Arrow Canada (604) 291-2986; 
Future (604) 294-1166. 
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